
COATING LIST  
SAN DIEGO AIR POLLUTION CONTROL DISTRICT  

Rule 67.18 – Marine Coating Operations 
 

(INCLUDES ALL PRIMERS, COATINGS, SPECIALTY COATINGS, & THEIR COMPONENT PARTS) 
 

1 
MANUFACTURER NAME 

& IDENTIFICATION 

2 
COATING TYPE 

 

3 
CATEGORY FROM
RULE 67.18  (d)(1)

Or (d) (2)*  

4 
VOC 

CONTENT  
(Of material) 

5 
VOC 

CONTENT 
(Less water & 

exempt compounds) 

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

                              

 
* MAINTAIN CURRENT DOCUMENTATION TO DEMONSTRATE APPLICABILITY OF ANY 

COATING CATEGORY PURSUANT TO RULE 67.18 (d)(1) or (d)(2).  
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RULE 67.18 RECORDKEEPING  

(GUIDELINES FOR COMPLETING FORM) 
 

Coatings List  
 

This is a master list that should include information for all coatings used that contain volatile 
organic compounds (VOC).  

 
Column 1: Enter the manufacturer’s name and product identification for all coatings used.  

Example:  AAA Coating Co. No. 123A  
 
Column 2: Enter the type of coating.  

Example: primer, topcoat, etc.  
 
Column 3: Enter the coating category from Rule 67.3. * 

Example: baked coating, pretreatment wash primer, antifoulant coating, etc.  
 
Column 4: Enter the VOC content (of material) for each coating. ** 

Example:  3.5 lbs/gal or 420 g/l  (3.5 pounds/gallon or 420 grams/liter)  
 
Column 5: Enter the VOC content (less water and exempt compounds) for each coating. ** 

Example:  4.0 lbs/gal or 480 g/l  (4.0 pounds/gallon or 480 grams/liter)  
 
 
 
 
 
 
 
 
 
 
 
*  Rule 67.18 standards are specific to different categories of materials.  Facilities need to maintain 

records (manufacturer’s documentation) showing the applicability of any specific coating 
category  

 
(Example:  Pretreatment wash primers must contain at least 1/2 percent by weight of acid.  

This documentation will need to be available on site to qualify for the higher 
VOC limit allowed for pretreatment primers  

 
**Maintain manufacturer’s information documenting the VOC content of each coating.  
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